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1. What is the intended application for the 
PurgEye® 600 Touch Weld Purge Monitor®?

For weld quality control in aerospace, 
semiconductor, pharmaceutical, vacuum, 
biotech, food and drinks industries where pristine 
oxide free welds have to be achieved.
Also, applications demanding extremely 
accurate readings from atmosphere right down 
to 1 part per million (ppm), such as welds made 
in titanium, zirconium, duplex, nickel alloys and 
high specification stainless steels.

2. Does the PurgEye® 600 Touch have a pump?
Yes.

3. What sort of sensor is used in the PurgEye® 
600 Touch Weld Purge Monitor®?
The PurgEye® 600 Touch uses a solid state 
sensor of a unique design.

4. Can I obtain Quality Control Documentation 
for each weld with the PurgEye® 600 Touch?
Yes, this instrument has a data logging capability 
and the results can be downloaded through the 
USB port onto a memory stick and transferred 
to a computer where they can be analysed, 
checked and printed as required.

5. What is the length of the connected tube 
from the PurgEye® 600 Touch Weld Purge 
Monitor®?
The PurgEye® 600 Touch  comes with a 1 meter 
clear tube fitted with a filter.

6. My Company needs a Calibration Certificate 
once a year for all instruments. How do I 
obtain one?
We have a number of calibration facilities around 
the world.  Please contact us or your local HFT 
Distributor to find details of the one nearest you.

7. Why do I need software?
The software package, PurgeLog™, is included 
for those companies who may need to produce 
quality control documentation to show that the 
oxygen levels remained below required values 
for the duration of the weld.

The software allows the user to plot oxygen 
reading against time, save the information to 
hard drive and print the data as required.

8. Is the PurgEye® 600 Touch Weld Purge 
Monitor® sensitive to electrical disturbances?
Each instrument has shielding to prevent most 
forms of interference.
Quality control test and inspection criteria are 
designed to account for as many variables as 
possible.
It is extremely rare that electrical interference will 
affect the monitor.

9. I need to detect oxygen level in pipes pre-
heated to 300ºC (572ºF). Can I use the 
PurgEye® 600 Touch under these conditions?
The PurgEye® 600 Touch Weld Purge 
Monitors® should not be exposed to gas at a 
temperature above 50ºC (122ºF)*.

10. Can Weld Purge Monitors® only be used 
when purging with argon?
The PurgEye® Weld Purge Monitors® measure 
the oxygen level within any gas, not only inert 
gases. They can be used to monitor the oxygen 
level when using inert gases such as argon 
and helium and also non-inert gases including 
nitrogen and nitrogen/hydrogen mixes.

11. What is PurgeNet™?
The PurgeNet™ facility allows a series of 
accessories to be added to the Weld Purge 
Monitor®. One accessory allows control of 
automatic welding systems to switch on and 
off according to oxygen levels.PurgeNet™ can 
be used with PurgeLog™ Software to transfer 
weld purge data for quality control of welds. 
PurgeNet™ connects to other smart accessories 
for weld purging, including the external, distance 
light system, which gives a visual warning during 
welding in case of rising or falling oxygen levels. 
Other accessories include a Dew Point Monitor 
and an audible alarm.

* Please contact us for information about 
exhaust purge gas cooling methods.


